-Getting Started

ls the data plate present and the home pi laced in the E2ppro-
priate wind, thermal. and roof load zones?

> YES. g0 to STEP 5, CHECK LOCAL CODES AND SECURE PER-
MITS
P NO. Stop installation sctivities and nolify ths home retailer

STEP 5. CHECK LOCAL CODES AND SECURE PERMITS

B e T LA ot Mo ianiet foaing aemciaiin, o the stste SAA ﬁ y

home. Consult the : e man Ui using iation, and the e y ”
4

(See Rezources) for the specific local requirements, including:
e Building codes that may affect the construction of site built structures and in- Areas subjest to flooding.

frastructure. The foundation specifica-

e Local requirements regulating the installation of manufactured homes. tions conlained in this
i ines, streets, yards, ; manual are NOT intended

. S'etback requen-Ientsfor propetty lines, s, yards, and courts to address fiood loads. I
¢ Fire separation distances. the home is in the flood
¢  Development covenants for the specific property. plain, consult a registered

e The locations of flood hazard areas and any special foundation requirements engineer.

for homes installed in those areas.

« In some areas, building permits are required to install manufactured homes.
Prior to making any alteration 1o the site and the home, contact the LAHJ fo
determine if plan approval and pemits are required. ’I ”‘

STEP 6. CHECK FOR ENERGY STAR LABEL e (el

Check to see if home is labeled for Energy Star. Labels should be located on with any LAHJ fire separa-
home’s panel box. tion requirements or the re-

e |f labels are present, an Energy Star checklist (provided by the retailer) must quirements NFPA 501A,
be completed during sstup. 2003 edition.

»  Refer to the Energy Star checklist for any special setup requirements.

g0 to Prepare the Site
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Prepare the Site

A properly prepared site is critical o a good quality installation and the long term structural stability of the home.
This chapter explains the process of planning the site, evaluating the soil, and preparing the site for construction of the

home's support system.

Follow the Steps below:

IR Tark e
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STEP 1. PLAN SITE ACCESS

Planning the route to the site is typically the responsibility of the refailer or fransporta-
tion company. Whoever is responsible must secure state permits from the states
through which the home will pass.

In planning the route, avoid obstructions that might interfere with the passage of the
home, such as low hanging wires and trees, low overpasses, and bridges not suitable
for the load. Contact the utility company if wires need to be moved. Do not allow
branches, bushes, or other foliage to scrape against the home as the home is moved
to the site. Avoid ditches, berms, steep slopes, and soft ground. Identify and fill any
holes and soft spots into which the transpotter’s wheels may sink. Avoid moving over
steep changes in grade (20 degrees or more).

if required, provide for home storage and staging areas on the site. Plan the delivery
and staging of home sections and materials so that after ail deliveries are complete,
home sections and materials can be accessed for use and installed in the appropriate
sequence. Orient home sections so they do not have to be rotated or excessively ma-
neuvered during the installation process. Plan for temporary needs, such as dump-
sters, portable toilets, crew parking, delivery vehicle drop-offs and concrete mixer de-
liveries.

Before moving the manufactured home to the sits, inform the LAHJ and make sure the
site is prepared and utilities aro available.

STEP 2. DETERMINE HOME LOCATION AND LAYOUT

The home location may have already been determined by others. If not, plan the home
location and layout in compliance with the regulations researched In Getting Started,
STEP 5. CHECK LOCAL CODES AND SECURE PERMITS. Contact utilities for loca-
tions of existing infrastructure, such as underground cables, pipes, and electrical lines.

When planning the site improvements, consider the following:
¢ The home location should be level.

e Avoid contact with large trees, sleep slopes, poorly drained areas, and poten-
tial flood zones.

e Preserve trees and shrubs for shade, visual screens, and windbreaks.

e Plan the driveway, parking areas, septic, well, other structures, and utility
lines.

e  Consider future additions, such as screen rooms, porches, and awnings.
e Site the home away from natural water paths.

Solitaire Homes
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Site Preparation. The home

manufacturer has no cohtrol
over the site planning and
installation of the home
unless the manufacturer is
responsible for the home’s
installation. Final responsi-
bility for site preparation, in-
cluding soil stability and
frost heave control, lies with
the installer. An improperly
prepared site may result in
the denial of a foundation-
related warranty claim.
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STEP 3. CLEAR AND GRADE THE SITE

Trim overhanging foliage considering future growth, potential storms, swaying in wind
and snow/ice-weighted branches. Remove organic material such as vegetation, woaod,
roots, twigs, dead branches, grass, and brush from areas where footings are to be
placed. Remove any debris that could become termite infested from the site and
surrounding area. Remove all other debris from the home location. Properly dispose of
all tems.

Crown the site (Figure 4) away from the foundation for the first ten feet with a
minimum slope of 1/2 inch per foot. Where property lines, walls, slopes, or other
physical conditions prehibit this slope, provide the site with drains, swales, or grading
to drain water away from the structure. Any fill required to grade the site should be
inorganic “controlled fill" applied in a maximum of four inch layers, compacted between
each layer to at least 90% of its maximum relative density. Direct runoff away from the
site using ditches and bemms (Figure 5).
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Figure 5

Grade the ground so that water under porches, decks, and recessed entries flows
away from the home. If proper grading is not possible, use other methods such as a
drain tile and automatic sump pump system fo remove any water that may collect
under the home.

DRAINAGE OF WATER

Drainage water from roofs must be diverted away from the siding and the home with
the use of gutters. (Not supplied by manufacturer or retail dealer.) Roof water must
not be allowed to continually run down the surface of the siding or accumulate beneath
the home.
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Site drainage. Moisture
under the home can result
in structural damage to the
floor system and other parts
of the home. Failure to
provide adequate slope or
drainage can result in
moisture-related problems
such as mold, mildew, and
erosion.

Figure 4. Crown the soil
under the home to prevent
water ponding

Figure 5. Direct runoff away
from the home
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STEP 4. DETERMINE SOIL CONDITIONS

Examine the soil type under the proposed home location to make surs & is suitable for
placement of a home. The design of the home's support system, including foolting/pier
spacing and size, will in part be determined by the bearing capacity of the soil, and by
the soil’s withdrawal sirength.

The soil under every portion of the support system must meet the following criteria:

e The soil must be firm and undisturbed (not previously excavated) or fill com-
pacied to at least 80% of its maxdimum relative density. Uncompacted fill will
seitle over time, causing the home to shift and become unlevel.

Fill must not contain large debris. This too will settle over tima.

* |f the soil appears to be composed of peat, organic clays, or uncompacted fill,
or appears to have unusual conditions, a registered professional geologist,
registered professional engineer, or registered architect must determine the
soil classification and maximum allowable soil bearing capacity.

» The water table must be below the lowsst level of the planned support sys-
temffoundation. A soil's bearing capacity can be greatly reduced when it is
saturated with water. Note that water tables may vary with seasonal or cli-
mactic conditions. Consult a geologist or the LAHJ if you are unsure of the
water table leval.

+» The soil must not be a highly expansive type. Expansive soils can expand
when they become saturated with water, causing the home to shift and be-

come unlevel. If solls are expansive, contact a registered engineer, or regis-
tered architect to assist with the design of the foundation system.

Does the soil meet these criteria?:

> YES. go 10 STEP 5, DETERMINE SOIL BEARING CAPACITY. AND

FROST LINE. = ¢
> NO, Consult a
 todefermineas

STEP 5. DETERMINE SOIL BEARING CAPACITY AND
FROST LINE
The soll under a home must be capable of withstanding the loads imposed by the
woight of the home, its support system and fumishings, as well as any loads imposed
by wind, snow, or other climactic conditions.
SOIL BEARING CAPACITY & CLASSIFICATION
Determine the soil bearing capacity in pounds per square foot (psf) before designing a
support system. The higher the capacity (psf), the more weight the soil can hold with-
out unduly compressing. As the soil bearing capacity increases, footings can be re-
duced in size or spaced farther apart.
Use one or mote of the following methods to determine the site’s soil bearing capacity:
e Test the soil. Hire a registered geologist, registered engineer, or registered
architect to determine the soil classification and maximum allowable soil
bearing capacity by testing the soil in accordance with generally accepted
enginearing practice.
+ Obtaln soil records. The local office of the U.S. Department of Agriculture’s
Natural Resources Conservation Service (www.solls.usda.gov) and/or the
LAHJ may have test results and/or soil analyses on file for the area.
¢ Conduct a pocket penetrometer test. Use a pocket penetrometer to esti-
mate allowable soil-bearing capacity as follows:
1. Select a location that will be under a footing.
2. Clear an area of @ minimum of one square foot at least four inches deep
or lo the depth of the bottom of the planned footing.
3. Using the instructions provided with the pocket penstromeler, take at
least five readings.

Solitaire Homes

act, or. geologist;

v/ \\¢77.

Soil. Inadequate soil bearing
capacity or a suppott system
mismatched to the soil char-
acteristics can result in ex-
cassive or differential set-
tlement of the home, which
can cause the homs to go
out of level, resulting in
jammed doors and windows,
cracks in finishes and rup-
tured plumbing connections.

v \\77.

Soll bearing capacity. Sup-
port systems on soils with
bearing capacities less than
1,000 psf must be designed
by a registered engineer or
registered architect and be
approved by the LAHJ.

Limitations of pocket pene-
trometers. Pocket pene-
trometers do not work on
sand or gravel. Use Table 4
to determine allowable
pressure for these types of
soils. f you encounter a
layer of gravel, test the soil
under the gravel. Do not put
the penetrometer on stones
larger than its tip as this will
provide an inaccurate read-
ing.
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Prepare the Site

4. Discard the high and low readings and average the remaining readings.
Round this result down to the nearest soil-bearing value shown in the “Al-
lowable Pressure” of Table 4.

5. Confimm that the rounded result matches the soil description on Table 4.

¢ Detenmine soil-bearing value by visual examination. If one of the options
above is not available, the values on Table 4 can be used to establish soil- -
bearing capacily if the soil type can be identified. Accurate soil identification
typlcally requires special training or expertise. An engineer or building code
official may be able to assist in classifying the soil found on the site.

TABLE 4. SOIL-BEARING CAPACITY BY SOIL TYPE
Blow Torque

. AL Count Probe
Soil Type and classifica-  Allowable Pres-  agTaap

Value
1586-99 (inch-
mdsj)

tion) sure (psf)

Sandy gravel and gravel;
very dense and/or cemented

sands; course 2,000 40+ Mo(ri%(t)han
gravel/cobbles; preloaded
silts, olaye and coral (class 2)

Loose to medum dense

sand, firm to stiff clays & silts; 18-28 276-350
alluvial filis (4A) 1,000
Locse sands, firn clays, 1217 176-276

alluvial fills (4B)

A v e

Note to table: No allowances made for overburden pressure, embedment depth,
water fable height, or settlement problems.

e Use default capacity. Use an allowable pressure of 1,500 psf, unless site-
specific information requires the use of lower values based on soil classifica-
tion and type according to Table 4.

Note that soil types may vary across a home site. in this case, the soil with the lowest
beating capacity should be assumed when designing the support system. Keep a re-
cord of the soil-bearing capacily value; it will be used later to design the home's sup-
port system.
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FROST LINE
In climates subject to ground freezing, consult the LAHY, a registered engineer, or reg-
istered architect to determine the depth of the frost line.

Figure 68 may be used as a guideline when there is no specific local determination.
Keep a record of the frost depth; it will be used later to dgsign the home’s support sys-
temn.

Flgure 6. Average frost
penetration depth (in foet)

Wil this installation use auger-type ground anchors?
» YES; go to:STEP 6, DETERMINE GROUND ANCHOR HOLDING

L CHPRCITY.. o
P NO. go to Construct Foundation:

STEP 6. DETERMINE GROUND ANCHOR HOLDING CAPAC- 'Z&I/‘
ITY

When using auger-type ground anchors to tie down the home, first, use a torque probe
to determine the anchor-holding strength of the soil on the site.

Torque Probe. Before using
the torque probe, check
with the utility companies

Use a torque probe with a shaft of sufficient length to test the soit at the depth of the for the location of undar-
anchor helical plate. Augur the probe into the ground, and following the probe manu- ground cables or pipes to
facturer’s instructions, take the torque wrench reading in the area where the anchors avoid contact with the probe
will be installed and at the depth of the anchor helix. If the soil varies in consistency shait

across the site, then use the lowest reading. Based on this reading, consuit the anchor
manufactures’s chars to select the anchor type(s).

What _t\_;/;f_)e"' Of: SL{bpqrt S‘ys:ténfv;/ill th

» For pier and grqhind anchor. gojto'-Dejs‘ign"Fodting‘s'ahd Piers
‘» For load-bearing perimeter wall. go 10 Construct Foundation :
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